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Combined roughness and contour measuring station MarSurf SD 140

AG 11

Uriin ozellikleri
MarSurf SD 140 AG 11 -
Compact all-rounder for entry
into surface metrology
We are now expanding our
portfolio of manual surface
measuring devices with the
new MarSurf SD 140 AG 11,
which can check both roughness
and contour features in just
one measuring run. The heart
of the MarSurf SD 140 AG
11 is the newly developed
tactile probe system. This can
record the measured values for
roughness and contour at the
same time, which the software
then evaluates separately. The
probe arm measuring range
covers 10 mm (100 mm probe
arm) and 25 mm (200 mm probe
arm), the measuring force from

Malzeme no.: 6269300

Teknik veriler

0.75 mN to 30 mN can be set ?iiziiniirliik
via software. You also save time ~ Olglim kuvveti (N)
with the tool-free probe arm Olgiim hizi
quick-change functlon, which Konumlandirma hizi (mm/sn), X
allows you to quickly change R

B ekseni
over to another measuring task

Prob

without recalibrating the probe
arm. The electronic probe arm
recognition and automatic probe
force selection offer you even

Mm cinsinden boyutlar
Kg cinsinden is pargasi agirhg:

ks.
more safety. (nla s)
Diger
The basis for a flexible and fast
measuring process and for a Boyutlar

wide range of applications for
the MarSurf SD 140 AG 11 is

its innovative clamping system.
Thanks to the mounting plate
with 50 mm hole pattern, you can
use a wide variety of workpiece
holders, including those of
coordinate measuring machines,
for example. An extensive

Mm cinsinden boyutlar

Aksesuarlar

Siparis no.

selection of other clamping 6710401
devices and tool holdersis also 6710604
available

Uygulama

Mechanical engineering
Bearings, threads, threaded rods,
ball screws, shafts, gear racks

Production-related
measurement

Contour measurement in a semi-
automatic process

Automotive Industry

Steering, brake system, gearbox,
crankshaft, camshaft, cylinder
head

Medical

Mahr

MarSurf SD 140 A

10 nm

4 mN to 30 mN, software adjustable
0.1 mm/s-10 mm/s

0.1-200 mm/s

Roughness and contour probe system
572 x 905 x 822 mm
35kg

Machine weight: 100 kg

572 x 905 x
822 mm

Uriin tipi
V blok PP
Paralel PPS
mengene
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Contour of hip and knee
endoprostheses, contour of
medical screws, contour of
dental implants



